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1. e [ . +:s:c0 septenber 15, 1557 25X 1ASa1

to inspect and discuss the high-specd page printer that is being
devaloped as part of the high-epeed processing for the AS-BA. Those
present during this visit were:

25X1A5a1

£,
I e

2. ¢f prime interest is the nev approsch to the storsge and
tranafar of information in the printer. Inmstead of using double
memoTy ueits & gingle memory and a slack tape loop will be used.
The elsck tape loop nsing megoetic tape will serve e a storage
unit end will provide the necessary buffering for veriations in the
length of lines $n » message. The main sdventage here is the eliminrtion
of one complete memory unit containing 72 megnlster mesory circults.

3. #With this type of bufferimg, which ig commonly used in tape
transports, the length of the lime of a messnge must be considared.
Too many short lines will £ill the wuff¥er to over capacity shutilng
off the transport sutommtically. The read-out yate from the tape
is not fest encugh o pull-out the mffered tape. A study i{a to be
sade of messeges st our signal center to determine the ratic of short
lines to loog limes. A study of the incoming format of telelype
messages pay prove there will be no coagmsticn. |

L4, Delivery of the printer is scheduled for the firvst of Juouary 25X1A9?
1978, This will ecincide with the proposed delivery of the AS-bA equip-
went fron the NN  :ivmect of the primter vill be
made directly to “Yashinglen; D. C.
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5. (hher items considered on this trip were:

1.

2.

The asddition of & STOP gysbvol which 18 $0 be the pound
sterling merk and s bell symbol indicated by & pleture
of & bell.

The incorporation of the uility of indexing pepur without
o carriags eturn. e [N vi1:  25X1ASal
conglider thie.

The problem of lire feed belveen megsages. An lnvestigation
of teletype message procedures is necossary in this
comagction.

The incorporation of & switch to give single of double
spacing between lines. This will be done.

The means of starting the priater menuslly or by relay
control energlzed from the AS-BA receiver. Tals is
entirely possible. ’

The poesibility of radigtion of isterference or intelligence
from the 15 me. osciliator used in the primter for determining
the condition of the msgnistor memories. Tone NG
will oheok on this, 25X1A5a1
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